
SNAP D72 / D72 SNAP 150 / D72 SNAP 150 WB / D72/15-1830WB-BE

Product Info

Item code SNAP D72 / D72/15-1830WB-BE

Category Projectors

Environments urban landscape, façades and architectural works,
wellness, hallway, art and culture, retail areas, places of
worship, residential lighting

Mounting type surface

Body Die-cast aluminium body.

Painting Powder painting.

Screws AISI 304 stainless steel screws.

Wiring Electronic power supply 220/240V-AC 50/60Hz.

Standard Colour BE | embossed black

Option colors AL | aluminium grey, GR | graphite satin finish, GM |
Embossed green
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Dimensions

Total device height (mm) 230

Total device length (mm) 150
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Optical System

Optical System Flat security glass.

Beam wide (60°)

Emission direct

Adjustable No
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Photometrics
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Sources

Output Flux 3481lm

Source type LED COB

System power 40W

Temperature Colour 3000K CRI>80
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Electrical

Ballast type ON-OFF.

Frequency 50-60Hz

Lifetime 50.000h L80B20 (Ta=25°C)

Line input Pre-wired and tested with resin sealed watertight H05RN-F cable (for a fast and secure connection to the main power
line, use ACS/CR1 connector or similar).

Mounting ballast type Integral

Voltage 220-240V

Separate ignition No

Emergency 1E No

Emergency 3E No
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Optional Accessories
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Optical
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D72/15-VS
D72 Snap Ø150 - Kit Visor
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D72/15-HL
D72 Snap Ø150 - Kit honeycomb - Factory-installed accessory, to be ordered together with the appliance.
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Mounting
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D72/15-PZ
D72 Snap Ø150 - Kit Stake
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