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Main specif icat ions

Mount ing Gr ound

Environment Outdoor  wet

location

Light  source replaceable Replaceable

(LED on ly) l ight

sour ce by a

pr ofessional

LED t ype Power  LED

Lamp category LED

Ilcos No

Dimmable No

Autoprotected Lamp No

Source Power (W) 30

System Flux (lm) 2590

Opt ical

Light ing Type Dir ect

Light ing d ist ribut ion Sym m etr ic

CCT  (K) 3000K

CRI> 80

Cold Beam Light ing No

Beam angle C0-180 (º ) 93

Beam angle C90-270 (º ) 93

Elect rical

Insulat ion class I

Frequency (Hz ) 50-60

Main Volt age (Vac) 220-240

Driver Rem ote

included

Dimmable No

Dimmable t ype Non Dim m able

Power supply replaceable Replaceable

contr ol  gear  by

a pr ofessional

Emergency Type No

Physical

Colour Gr ey

Trim No

Orientat ions Fixed

Net  weight  (kg) 15

IP 66

Not e

Dur ing the instal lation  and the m ain tenance of the fi xtur es i t i s im por tant to be car eful  and avoid dam ages

on  the pain t coating. 


Dam ages on  the coating exposed to outdoor  condi tions or  water, could cause cor r osion .


Chem ical  substances affect the anticor r osion  cover ing pr otection .


For  LED fi xtur es, ther e i s evidence that m ost of the dam ages ar e connected to electr i cal  effects r elated to the

insulations, wh ich  cause destr ucti ve electr i cal  di schar ges


These effects ar e fr equently caused by:


• over  vol tage com ing fr om  the m ains’ networ k wher e fi xtur e i s connected.


• electr ostatic di schar ge (ESD) com ing fr om  the envi r onm ent.


The use of a pr otecti ve device against the over vol tage on  the electr i cal  instal lation  i s war m ly suggest th i s

helps to r educe the in tensi ty of som e of these phenom enon and pr event i r r ever sible dam ages. The selection

of the type of device to be used m ust be adjust on  the electr i cal  plant.

Bellhop Pole with base H 3020 mm Non Dimmable

New

 F003H31A006
- Grey




Designed by Edwar d Bar ber  and Jay Osger by


Pole ver sion  of the Bel lhop Outdoor  Col lection  for  di ffuse l ight. 


Alum inum  head m ounted on  a 3m  or  4m  long extr uded pole, avai lable for  instal lation  on  r igid sur face or  in

gr ound.


220-240V power  supply included. 


Ready for  instal lation  on  sol id sur face.


Base plate avai lable as accessor y.


Each  lum inai r e i s equipped wi th  200 m m  cable for  connection  inside the lum inai r e body.


Reccom ended connection  wi t a 2 way ter m inal  block 4 poles IP68 H2O Stop, to be or der ed separ ately.


110V and dim m able ver sions avai lable on  r equest.
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Bellhop Pole with base H 3020 mm Non Dimmable

2 way terminal block 4

poles IP68 H20 stop.

(ø5,5÷12mm cable)


F990C00A000

Base plate with bolt  f or

Bellhop Pole with base

version.


F990G300000

S.P.D. (SURGE

PROT ECT ION DEVICE)


F990E00A000
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