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Product Information

About Strut Chair

Strut seamlessly blends industrial strength with refined

Product STRUT ; - ) .
elegance. Inspired by aluminum angle profiles, this
Designer Yagmur Koyli design evokes the balanced and solid stance of
architectural structures. With its clean lines that
. highlight structural elements, it offers a minimalist yet
Design Year 2025 striking aesthetic.
Aluminum is often perceived as a cold and technical
Dimensions 50 x42x78cm material, but in Strut, it takes on an entirely new
J 92cm Seating Height : 45 cm identity. Its finely crafted details and meticulously
J shaped form transform it into a timeless chair that
£ @ Material Aluminium / Walnut forges an emotional connection with its surroundings.
, | Seating pad : Genuine Leather Its stackable design enhances functionality and
I - [T modular use, while the rhythmic repetition of its form
. o creates a strong visual composition in any space.
Color / Finishes O Aluminium Stripped of excess, this design harmonizes function
n @ Walnut and aesthetics, introducing a fresh perspective to
a modern interiors. Strut is more than just a chair; itis a
S Custom Color / Finishes No structural element that senses the rhythm of space
Custom Dimensions No and enhances it with architectural presence.
L .
g = Country of Origin Tarkiye Care and Maintenance
Environment Indoor & Outdoor For cleaning of wooden & _metal surfaces, advantageo-
ES usly use a detergent, or mild pH neutral detergent and
) lukewarm water in a well wrung cloth. Then wipe off with
Construction Assembled

clean water and wipe dry.

To preserve the look and finish you should be aware not
to use:

- Alkaline or aggressive cleaners,

- Solvent

- Preparations containing abrasives,

- Abrasive tools.

Note that freshly painted surfaces are susceptible to
scratching. Surface final resistance is only achieved
after about a month. Tape and other foreign substan-
ces such as, for example, adhesive and moisturizers
can soften the treated surface and cause peeling
/paint drop. Please also avoid direct sunlight. Direct
contact with too hot or cold object may also harm the
surface.




